
Identyfikacja modulu

Filtry wejsciowe (EMI+ESD)

Zasilanie

Modul GPS ze zintegrowana antena

Magnetometr 3-osiowy

GND

R
E

D
06

03

47
0R

GND

BUC-0,22F /5V

GND

47
0R

GND GND

+4-6V

10uF Y5V/10V
1uF

+3,3V

+3,3V

LP2980-3.3

10uF Y5V/10V

GND

10uF Y5V

GND

+3,3V

GND GND

100nF

10
R

GND

GND

GND

B
AT

54
C

FGPMMOPA6

16
k 

1%

GND

2k
 1

%
2k

 1
% 2k

 1
%

1uFMMC312XMQ

GND

GND

BZX84C3V9

NUF4220MNMA04-2WNUF4220MN

LOGO10

4,
7k

4,
7k

+3,3V

LE
D

2
R

1

C1

R
2

C3
C5

IN1

EN3

OUT 5

ADJ4 GND 2

U3

C6
C7

C8

R
3

D
1

VCC 1

ENABLE 2

GND 3VBACKUP 4

3DFIX5

D+6

D-7

GND 8TXD9

RXD10

U1R
4

R
5

R
6

R
7

C2

VDD1

SDA2

SCL3

FM4

GND5 C- 6C+ 7VDA 8CAP 9TEST 10
U2

D3

1
2
3
45

6
7
8

G
N

D
P

$9

U6

1
3
5

2
4
6

7
CN1

81
2
3
45

6
7
8

G
N

D
P

$9
U4

LOGO1

LE
D

1

R
8

R
9

VBACKUP

RX

RX

TX

TX

SDA

SDA

SCL

SCL

MOD_ID

VCC_ANALOG

+

A

B

C

D

1 2 3 4 5 6

A

B

C

D

1 2 3 4 5 6

4xLC4xLC

PitLab Logo


